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(i) Barges described in paragraph (h)
of this Rule shall carry two unob-
structed all-round white lights of an
intensity to be visible for at least 1
nautical mile and meeting the tech-
nical requirements as prescribed in
Annex I (33 CFR part 84).

(j) A barge or group of barges at an-
chor or made fast to one or more moor-
ing buoys or other similar device, in
lieu of the provisions of this Rule, may
carry unobstructed all-round white
lights of an intensity to be visible for
at least 1 nautical mile that meet the
requirements of Annex I (33 CFR part
84) and shall be arranged as follows:

(i) Any barge that projects from a
group formation, shall be lighted on its
outboard corners.

(ii) On a single barge moored in water
where other vessels normally navigate
on both sides of the barge, lights shall
be placed to mark the corner extrem-
ities of the barge.

(iii) On barges moored in group for-
mation, moored in water where other
vessels normally navigate on both sides
of the group, lights shall be placed to
mark the corner extremities of the
group.

(k) The following are exempt from
the requirements of this Rule:

(i) A barge or group of barges moored
in a slip or slough used primarily for
mooring purposes.

(ii) A barge or group of barges
moored behind a pierhead.

(iii) A barge less than 20 meters in
length when moored in a special an-
chorage area designated in accordance
with §109.10 of this chapter.

(1) Barges moored in well-illuminated
areas are exempt from the lighting re-
quirements of this Rule. These areas
are as follows:

Chicago Sanitary Ship Canal

(1) Mile 293.2 to 293.9
(2) Mile 295.2 to 296.1
(3) Mile 297.5 to 297.8
(4) Mile 298 to 298.2
(5) Mile 298.6 to 298.8
(6) Mile 299.3 to 299.4
(7) Mile 299.8 to 300.5
(8) Mile 303 to 303.2
(9) Mile 303.7 to 303.9
(10) Mile 305.7 to 305.8
(11) Mile 310.7 to 310.9
(12) Mile 311 to 311.2
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(13) Mile 312.5 to 312.6
(14) Mile 313.8 to 314.2
(15) Mile 314.6

(16) Mile 314.8 to 315.3
(17) Mile 315.7 to 316
(18) Mile 316.8

(19) Mile 316.85 to 317.05
(20) Mile 317.5

(21) Mile 318.4 to 318.9
(22) Mile 318.7 to 318.8
(23) Mile 320 to 320.3
(24) Mile 320.6

(25) Mile 322.3 to 322.4
(26) Mile 322.8

(27) Mile 322.9 to 327.2

Calumet Sag Channel
(28) Mile 316.5

Little Calumet River

(29) Mile 321.2
(30) Mile 322.3

Calumet River

(31) Mile 328.5 to 328.7
(32) Mile 329.2 to 329.4
(33) Mile 330 west bank to 330.2
(34) Mile 331.4 to 331.6
(35) Mile 332.2 to 332.4
(36) Mile 332.6 to 332.8

Cumberland River

(37) Mile 126.8
(38) Mile 191

§83.31 Seaplanes (Rule 31).

Where it is impracticable for a sea-
plane or a WIG craft to exhibit lights
and shapes of the characteristics or in
the positions prescribed in the Rules of
this subpart, she shall exhibit lights
and shapes as closely similar in charac-
teristics and position as is possible.

Subpart D—Sound and Light
Signals

§83.32 Definitions (Rule 32).

(a) The word whistle means any sound
signaling appliance capable of pro-
ducing the prescribed blasts and which
complies with specifications in Annex
III to these Rules (33 CFR part 86).

(b) The term short blast means a blast
of about 1 second’s duration.

(c) The term prolonged blast means a
blast of from 4 to 6 seconds’ duration.
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